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Sav�or S�ngle-Phase Rack-Tower Adjustable Onl�ne UPS
1 - 10 kVA Techn�cal Spec�f�cat�ons

H�ghl�ghts
• True Double Convers�on
• M�croprocessor Control
• Can be Used Rack Mounted or 
  Standalone on Ground
• Output Power Factor 1.0
• IGBT PWM Controlled
• Input Power Factor Correct�on
• W�de Input Voltage
• Converter Mode Ava�lable
• Ethernet Port for Network Connect�on
• ECO Mode for Energy Sav�ng
• Smart SNMP, USB, RS-232
• Comprehens�ve D�splay
• Easy Mon�tor�ng and Access of 
  UPS Status
• Soft Start Capac�ty
• Ma�ntenance and Automat�c Bypass
• 10 Years Battery L�fe T�me
• 2 Years Warranty

Sav�or Rack / Tower type Onl�ne UPS can be used as 19” rack mountable or standalone w�th floor stands that com�ng w�th UPS.
The hot-swap battery des�gn prov�des easy ma�ntenance �n rack mount �nstallat�on. 

A true double convers�on des�gn onl�ne UPS �s for commerc�al dev�ces, enterpr�se server and h�gh-end equ�pment. A compact 
s�ze des�gn to have b�gger power dens�ty for expected space ut�l�zat�on. Su�table for the enterpr�se server room and prec�ous 
equ�pment w�th h�gh rel�ab�l�ty and h�gh power qual�ty demand.

General Features

Sav�or Ser�es

GENERAL
Capac�ty
Power Factor
Technology
INPUT
Voltage
Voltage Range
Frequency

OUTPUT
Output Voltage
Voltage Accuracy
Crest Factor
Transfer T�me
THDv
Waveform
Overload Operat�on
Eff�c�ency
Protect�on
BATTERY (STANDARD MODEL)
Battery Cap. and Qty

Battery Qty

Max Charg�ng Current

Max Charg�ng Current

Recharge T�me

Recharge T�me

BATTERY (LONG RUN MODEL)

DISPLAY AND ALARMS
D�splay
D�splayed Parameters
Alarms

Standards
EMC

SAFETY and STANDARDS

No�se Level
Heat and Hum�d�ty

Protect�on Level

We�ght

20 pcs 9 Ah

S�ze (WxDxH) [mm]

20 pcs 7 Ah

UPS DIMENSIONS

BATTERY CABINET

1.0
Double Convers�on Onl�ne UPS w�th DSP Control

220/230/240 Vac or 200/208 Vac
160-300 Vac at Full Load

50 Hz / 60 Hz ±15%
≥0.99

220/230/240 Vac or 200/208 Vac
±1%

3:1 at Full Load
 0 ms (from battery)

8 Amp 12 Amp
Depends on the External Batter�es

LCD Panel
Load/Battery Level, L�ne/Battery Mode, Bypass/ECO Mode and Fault Ind�cators

Battery Mode, Low Battery, Overload, General Fault
USB, RS232 w�th Software CD

IEC/EN62040-1, IEC/EN60950-1, ISO 9001, CE
EN/IEC 62040-2, EN/IEC 62040-3

Less than 50 dB at 1 mt
IP21

-10 C° / + 60 C°, 0 - 90% (non-condens�ng)

95% AC Mode, >98% Eco Mode
Overload, Shortc�rcu�t and Over Voltage Protect�on

2 Amp
0-90%, 4 Hours Typ�cal

1 kVA 3 kVA 6 kVA 10 kVA

3x7 Ah 6x9 Ah 16x7 Ah 16x9 Ah

3 pcs 6 pcs 16 or 20 pcs

440x442x89 (2U)

15 kg
440x630x89 2U)

30 kg 55 kg 65 kg
440x593x222 (5U) 440x680x222 (5U)

440x555x132 (3U), 52 kg (20 pcs)
440x555x132 (3U), 61 kg (20 pcs) 

Pure S�newave
105%-125% for 5 m�n, 125%-150% for 60 Sec, ˃150% 5 sec

≤3% L�near Load, ≤5% Non-l�near Load

ENVIRONMENT

Input Power Factor

Commun�cat�on


